Hlsﬁh _d CF1125 CEDAR LOG ROCKER & CF1145 LOVE SEAT ROCKER

Please cheak contents before assembly. If any items are missing or damaged, do not take the unit back to
the store. Call 1-800-427-5136 for customer service and we will save you time by correcting any problems
directly for vou,

COMPONENTS HARDWARE
NOTE: Cracks or Checks in logs are part of the (Shown smaller than actual size)
natural beauty of cedar logs and should not be con-
sidered defects.

P bled Two Four
reassemble _ e + wiashers
i 1 Left 1 Right 114" % 5 174
Char Back Front Leg Front Leg 2 Back Legs Hex 'h";:s-he;
[_ 26" Long 26" Long 26" Long Head Scraw
PN VAN ANIVAN
o O
Four 1/4" x 3"
N ° °||° Lag Screws
(A
I

F‘reasésembled 2 Chair Arms 2 Rockers
al

2 Leg

Braces

A

AN

NOTE: » Read all instructions before starting.

* Place washers on all lag screws before

assembly. HF:;EF Block of Wood TOOLS HEDLIIFIED“Z
» To start lag screws, hammer into wood & Hammer : Phillips
" . ) crewdriver
about 1/2" then use wrench to tighten.
* Do not completely tighten any screws 12 e
until the unit is fully assembled and and
setting on a level surtace. I |

« Use a rubber mallet (or a block of wood
between the hammer and the unit) to !
drive doweled ends into holes as far as

possible. If you have hardware left over after
completing your unit, it most likely has
been assembled incorrectly, and may
not be safe to use. Please call
Customer Service at 1 B00 427 5136
for assistance.

STEP | Lay ASSEMBLED SEAT on floor. Insert
dowel end of UPRIGHTS on ASSEMBLED
BACK into holes on the BACK SEAT RAIL.
adjusting UPRIGHTS in or out as needed to
align properly. Do not tap on seat back with
hammer.

To keep the SEAT RAIL from splitting, lay the
back on the floor and drive the seat on by
hitting on the bottom of the seat assembly.

figure 1







